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2–D (S-15) 

Ultra Low Sulfur Diesel Supreme  
 

                                                                               Test Method      Specification 
Gravity, API @ 60°F                        D 287 30.0 min. 
 
Flash Point, °F, Pensky-Martens                       D 93 125 min. 
 
Sulfur, ppm                       D 7039 15 max 
 
ASTM Color                       D 1500             < 0.5 - 2.5 
 
Cloud Point, °F                       D 2500               Oct – Mar: - 10 max                                      
  April – Sept:   report 
 
Cold Filter Plugging Point (CFPP), °F                      D 4539  - 20 
  
Kinematic Viscosity @ 40°C, cSt.                       D 445 1.9 - 4.1 
 
Ash Content, % by Weight                       D 482 0.01 max                   
 
Ramsbottom carbon residue on 10%                       D 524 0.35 max 
Distillation residue, % mass 
  
Calculated Cetane Index                       D 976 40 min. 
 
Sediment & Water                        D 1796 0.050 max 
by Centrifuge 
 
Distillation, °F                       D 86 
              50% Recovered    Report 
              90% Recovered  540 - 640 
               
Corrosion, 3 hr. @ 122°F                      D 130 1-A - 1-B 
 
Copper Strip Corrosion rating max 3 h                    D 2274 No. 3 max 
@ 50°C 
 
Lubricity, HFRR @60°C, micron                      D 6079 520 max 
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